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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

60 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 60 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 74 ± 2 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 24 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 85 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

70 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 70 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 86 ± 2 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 24 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 88 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

80 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 80 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 104 ± 2 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 90 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

90 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 90 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 107 ± 2 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 91 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

100 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 100 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 123 ± 3 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 94 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

110 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 110 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 133 ± 3 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 4.000 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

120 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 120 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 145 ± 3 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 1.700 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 

OPASİTE (%) 
OPACITY (%) 

 95 min Tappi 519 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

140 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 140 ± 1,5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 176 ± 3 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 1.700 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

160 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 160 ± 2 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 196 ± 3 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

180 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 180 ± 5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 240 ± 5 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

200 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 200 ± 5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 250 ± 5 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 
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T E K N İ K   Ö Z E L L İ K L E R / Technical Specifications 
 

24.01.2012 

220 gr/m² OFSET (Offset) 

TEST METODU 
TESTING METHOD 

   

GRAMAJ (gr/m²) 
BASIS WEIGHT (gr/m²) 

 220 ± 5 Tappi 410 

KALINLIK (mic.) 
CALIPER (mic.) 

 290 ± 5 Tappi 411 

NEM (%) 
MOISTURE (%) 

 4,5 ± 0,5 Tappi 412 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

MD 3.500 min Tappi 494 

MUKAVEMET (m) 
BREAKING LENGHT (m) 

CD 2.000 min Tappi 494 

BEYAZLIK (%) 
BRIGHTNESS 

 86,0 min Tappi 525 

SARILIK 
YELLOWNESS 

 -6,0 / -6,5 Tappi 525 

COBB (60 sn. gr/m²) 
COBB (60 sec. gr/m²) 

 28 ± 4 Tappi 441 

 


