
 

 

TECHNICAL DATA /  OFFSET/B 60                  ISO 9001 
 

GRAMMAGE   gsm  ISO 536 60 ± 2 

CALIPER  mm/1000  ISO 534  77 ± 4 

 
ROUGHNESS  ml/min  ISO 8791-2  200  ± 50 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

OPACITY  % ISO 2471 min 86 
 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 70                           ISO 9001 
 

GRAMMAGE   gsm  ISO 536 70 ± 2.5 

CALIPER  mm/1000  ISO 534  90 ± 4 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 50 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

OPACITY  % ISO 2471 min 89  
 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA / OFFSET/B 80                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 80 ± 3 

CALIPER  mm/1000  ISO 534  103 ± 4 

STIFFNESS MD mN ISO 2493  105 ± 15 
L&W CD mN ISO 2493 52.5 ± 17.5 

 
ROUGHNESS  ml/min  ISO 8791-2  200  ± 50 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

OPACITY  % ISO 2471 min 91  
 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 90                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 90 ± 3 

CALIPER  mm/1000  ISO 534  116 ± 4 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 50 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

OPACITY  % ISO 2471 min 92  
 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 100                ISO 9001 
 

GRAMMAGE   gsm  ISO 536 100 ± 4 

CALIPER  mm/1000  ISO 534  126 ± 5 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 50 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 120                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 120 ± 4.5 

CALIPER  mm/1000  ISO 534  144 ± 6 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 140            ISO 9001 
 

GRAMMAGE   gsm  ISO 536 140 ± 5.5 

CALIPER  mm/1000  ISO 534  164 ± 6 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 170                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 170 ± 7 

CALIPER  mm/1000  ISO 534  198 ± 7 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA / OFFSET/B 190                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 190 ± 7 

CALIPER  mm/1000  ISO 534  221 ± 7 

ROUGHNESS  ml/min  ISO 8791-2  200  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 



 

 

TECHNICAL DATA /  OFFSET/B 250                                               ISO 9001 
 

GRAMMAGE   gsm  ISO 536 250 ± 8 

CALIPER  mm/1000  ISO 534  285 ± 9 

STIFFNESS MD mN ISO 2493    
L&W CD mN ISO 2493   

 
ROUGHNESS  ml/min  ISO 8791-2  220  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  146  ± 3 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

OPACITY  % ISO 2471  
 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   05-05-2004 

 



 

 

TECHNICAL DATA /  OFFSET/B 300                          ISO 9001 
 

GRAMMAGE   gsm  ISO 536 300 ± 10 

CALIPER  mm/1000  ISO 534  324 ± 9 

ROUGHNESS  ml/min  ISO 8791-2  220  ± 75 
BENDTSEN 

MOISTURE  %  ISO 287  6.2 ± 0.7 

CIE WHITENESS   ISO 11475  143  ± 2 
 
BRIGHTNESS  %  ISO 2470  103.5  ± 1.5 
WITH UV 

 

 

PRODUCT MEETS DIN 19306-2 SIGNIFICANCE OF VALUES: 2 SIGMA 

TECHNICAL CUSTOMER SERVICE   27-05-2005 

 


