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TECHNICAL SPECIFICATION

Physical Test Test Method *Basic-Weight* [g/m?)
Kind of Test Reference CB55 CFB 50 CF 55 CB &0 CFB é0 CF &0 CB75 CFB 75 CF75 CB 8o CF 80 CF 125
Grammage, g/m? T410 om - 98 55+4% | S0+4% | 55+4% | 60+ 4% | 60+ 4% | 60+ 4% | 75+4% | 60+£4% | T5+4% | BO+4% | B0O+4% | 125+ 4%
Thickness, ym T411 om - 97 73:h | 6Bx4 | 8B4 | T9x4 | T6x4 | T6t4 | 9B+4 | 95:4 | 954 | 1074 | 10214 | 16024
Top <300 < 300 <300 <300 =300 < 300 <300 < 300 =300 <300 < 350 = 350
Roughness, ml/min 1S0 8791/2/90
Back =450 < 450 <300 < 450 =450 <300 < 450 < 450 =300 =450 < 300 < 300
Porosity, ml/min IS0 5636/3/92 - - <200 - - < 250 - - =250 - <200 =250
o CB Blue |CB Black| CFB Blue Image CFB Black Image CF
olor

Ply2nd | Ply2nd | Ply2nd | Plyéth | Ply2nd | Plyéth | Ply2nd | Plyé6th

White >33 >33 >32 >25 >32 *2 >33 >28
Print Contras Yellow >33 >33 >32 > 26 >32 > 26 >33 > 29
Blue =233 =33 =32 225 232 228 =33 227
Pink 233 233 =32 226 =32 226 =33 =29
Green 233 233 232 z25 232 225 233 =27
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